






















https://www.goodwe.com/warrantyrelated.html
















https://en.goodwe.com


https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Battery%20Compatibility%20Overview-EN.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Battery%20Compatibility%20Overview-EN.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Battery%20Compatibility%20Overview-EN.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Battery%20Compatibility%20Overview-EN.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Compatibility-list-of-GoodWe-inverters-and-IoT-products-EN.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_Compatibility-list-of-GoodWe-inverters-and-IoT-products-EN.pdf


























































https://www.goodwe.com/Ftp/Installation-instructions/RSD2.0-transmitter.pdf


https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_RSD-20_Quick-Installation-Guide-POLY.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_RSD-20_Quick-Installation-Guide-POLY.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_RSD-20_Quick-Installation-Guide-POLY.pdf
https://en.goodwe.com/Ftp/EN/Downloads/User%20Manual/GW_RSD-20_Quick-Installation-Guide-POLY.pdf











































































































































































































































































































































































	版权声明
	前言
	概述
	适用产品
	符号定义

	1 安全注意事项
	1.1 通用安全
	1.2 人员要求
	1.3 系统安全
	1.3.1 光伏组串安全
	1.3.2 逆变器安全
	1.3.3 电池安全
	1.3.4 电表安全

	1.4 安全符号及认证标志说明
	1.5 欧洲符合性声明
	1.5.1 具有无线通信功能的设备
	1.5.2 不具有无线通信功能的设备（除电池外）
	1.5.3 电池


	2 系统介绍
	2.1 系统概述
	2.2 产品简介
	2.2.1 逆变器
	2.2.2 电池
	2.2.2.1 LX A5.0-30
	2.2.2.2 LX U5.0-30
	2.2.2.3 GW14.3-BAT-LV-G10
	2.2.2.4 GW16.1-BAT-LV-G10

	2.2.3 智能电表
	2.2.4 智能通信棒

	2.3 支持的电网形式
	2.4 系统模式
	2.5 功能特性

	3 设备检查与存储
	3.1 设备检查
	3.2 交付件
	3.2.1 逆变器交付件
	3.2.2 电池交付件
	3.2.2.1 LX A5.0-30
	3.2.2.2 电池交付件（LX U5.0-30）
	3.2.2.3 电池交付件（GW14.3-BAT-LV-G10）
	3.2.2.4 电池交付件（GW16.1-BAT-LV-G10）

	3.2.3 汇流盒交付件
	3.2.3.1 BCB-22-WW-0
	3.2.3.2 BCB-32-WW-0、BCB-33-WW-0（选配）

	3.2.4 智能电表交付件
	3.2.4.1 GM330


	3.3 设备存储

	4 安装
	4.1 系统安装调试流程
	4.2 安装要求
	4.2.1 安装环境要求
	4.2.2 安装空间要求
	4.2.3 工具要求

	4.3 设备搬运
	4.4 安装逆变器
	4.5 安装电池
	4.5.1 LX A5.0-30
	4.5.2 LX U5.0-30
	4.5.3 GW14.3-BAT-LV-G10
	4.5.4 GW16.1-BAT-LV-G10

	4.6 安装电表

	5 系统接线
	5.1 系统接线电器框图
	5.2 系统接线详图
	5.2.1 单机系统接线详图-单相
	5.2.2 单机系统接线详图-两相/裂相
	5.2.3 并机系统接线详图-单相
	5.2.4 并机系统接线详图-两相/裂相

	5.3 材料准备
	5.3.1 开关准备
	5.3.2 线缆准备

	5.4 连接保护地线
	5.5 连接PV线缆
	5.6 连接电池线
	5.6.1 连接逆变器与电池功率线
	5.6.2 连接逆变器与电池通信线
	5.6.3 连接电池通信线

	5.7 连接交流线缆
	5.8 连接电表线缆
	5.9 连接逆变器通信线
	5.10 安装电池保护盖
	5.10.1 LX A5.0-30
	5.10.2 LX U5.0-30
	5.10.3 GW14.3-BAT-LV-G10
	5.10.4 GW16.1-BAT-LV-G10


	6 系统试运行
	6.1 系统上电前检查
	6.2 系统上电
	6.3 指示灯介绍
	6.3.1 逆变器指示灯
	6.3.2 电池指示灯
	6.3.2.1 LX A5.0-30、LX U5.0-30
	6.3.2.2 GW14.3-BAT-LV-G10
	6.3.2.3 GW16.1-BAT-LV-G10

	6.3.3 智能电表指示灯
	6.3.3.1 GM330

	6.3.4 智能通信棒指示灯
	6.3.4.1 WiFi/LAN Kit-20



	7 系统调测
	7.1 调测方式简介
	7.2 通过LCD配置
	7.2.1 LCD介绍
	7.2.2 并机系统设置
	7.2.3 快速设置
	7.2.4 设置高级参数
	7.2.5 设置立即充电
	7.2.6 设置基本参数
	7.2.7 查看设备信息
	7.2.8 设置端口连接


	8 系统调测与电站监控
	8.1 通过App设置逆变器参数
	8.1.1 下载与安装小固云窗+App

	8.2 通过小固云窗+ WEB进行电站监控

	9 系统维护
	9.1 系统下电
	9.2 设备拆除
	9.3 设备报废
	9.4 定期维护
	9.5 故障
	9.5.1 查看故障/告警详细信息
	9.5.2 故障信息及处理方法
	9.5.2.1 系统故障
	9.5.2.2 逆变器故障
	9.5.2.2.1 故障处理（故障码F01-F40）
	9.5.2.2.2 故障处理（故障码F41-F80）
	9.5.2.2.3 故障处理（故障码F81-F121）
	9.5.2.2.4 故障处理（故障码F122-F171）
	9.5.2.2.5 故障现象处理

	9.5.2.3 电池故障（LX A5.0-30、LX U5.0-30）
	9.5.2.4 电池故障（GW14.3-BAT-LV-G10）
	9.5.2.5 电池故障（GW16.1-BAT-LV-G10）



	10 技术参数
	10.1 Inverter Parameters
	10.2 电池技术参数
	10.2.1 LX A5.0-30
	10.2.2 LX U5.0-30
	10.2.3 GW14.3-BAT-LV-G10
	10.2.4 GW16.1-BAT-LV-G10

	10.3 智能电表技术参数
	10.3.1 GM330

	10.4 智能通信棒技术参数
	10.4.1 WiFi/LAN Kit-20


	11 附录
	11.1 FAQ
	11.1.1 如何进行电表/CT辅助检测？
	11.1.2 如何升级设备版本

	11.2 术语解释
	11.3 电池SN编码含义

	12 联系方式

